VITELLD

TECHNICAL CHARACTERISTICS / TEKNIiK OZELLIKLER

FABRIC COMPOSITION / KUMAS iCERIGi %100 POLYESTER

TEST TYPES / TEST TiPi ASPECT / KRITER NORM UNIT/BIRIM  STANDART TEST
WEIGHT / ACIRLIK 430+ %10 g/ m 1SO 2286-2
TEAR STRENGHT / ACROSS / EN >20 N 1ISO13937-2
YIRTILMA DIRENCI ALONG/BOY >20 N ISO13937-2
TENSILE STRENGHT / ACROSS/EN >350 N 501421
KOPMA DIRENCi ALONG/BOY >350 N 1SO1421

ACR EN > % 1SO1421
ELONGATION AT BRAEAK / CRoss/ 100 &
KOPMA ANINDAKI UZAMA ALONG/BOY >60 % 1SO1421
LAMINATION ADHESION /
LAMINASYON YAPISMASI >10 N 150 2411
MARTINDALE - ABRASION/ >20.000 RUB (12kPa) 1SO 12947
ASINMA DAYANIMI
COLOR FASTNESS TO RUBBING / DRY/KURU >40 GS ISO105-X12
SURTUNME RENK HASLIGI

WET/ISLAK >35 GS ISO105-X12
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